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   Resumen
Buena parte de los métodos de diseño geotécnico de las cimentaciones desarrollados en la actualidad, promueve el Método de los Estados Límites, método conocido también como el de los coeficientes parciales.

Este método trata de dar explicación al comportamiento de los suelos a partir de modelos elásticos y lineales, que en muchas ocasiones trae consigo el aprovechamiento parcial de la capacidad resistente de algunos suelos, como es el caso de los suelos predominantemente friccionales (arenas). Por lo que algunos autores han introducido modelos no lineales para explicar su comportamiento y poder utilizar las verdaderas propiedades físico-mecánicas de estos suelos. Estos últimos modelos fueron incluidos en la Norma actual de Diseño Geotécnico de Cimentaciones Superficiales por Estados Limites, que se encuentra en proceso de aprobación en Cuba.
Este trabajo se enfoca en la validación de los fundamentos teóricos que plantea esta Norma. Usando como caso de estudio, ejemplos de un proyecto hotelero en Cayo Santa María cimentado sobre arenas. 
Palabras Claves: Diseño Geotécnico, Cimentaciones Superficiales, Estados Limites, suelos predominantemente friccionales y modelos no lineales. 
Abstract

Good part of the methods of geotechnical design of the foundations developed at present, promotes the Method of the Limit States, method also known as that of partial coefficients. 
This method tries to explain the behavior of soils from elastic and linear models, which in many cases brings about the partial exploitation of the resistant capacity of some soils, as is the case of predominantly frictional soils (sands). Therefore, some authors have introduced non-linear models to explain their behavior and be able to use the true physical-mechanical properties of these soils. These last models were included in the current Geotechnical Design Standard of Surface Foundations by States Limits, which is currently being approved in Cuba.
This work focuses on the validation of the theoretical foundations raised by this Standard. Using as a case study, examples of a hotel project in Cayo Santa María built on sand.
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